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I 15 Name Material Finish
20 Body Brass per QQ-B-626 Nickel 70" over copper strike
- Insulator | Teflon White -
Contact Pin | Brass per QQ-B-626 Gold 3" over nickel 70u” over copper strike
i = Cube Body [ Brass per QQ-B-626 Nickel 70" over copper strike
E:;:D pqi Washer SS41 Nickel 70" over copper strike E
‘ ‘ 1 Spring SK5 Nickel 70" over copper strike
T C Ring SS41 Nickel 70" over copper strike
Gasket Silicone Red —
Shell Brass per QQ-B-626 Nickel 70" over copper strike
: Nut Brass per QQ-B-626 Nickel 70" over copper strike
RoHS compliant Ferrule Brass JIS H 3250, C 2700 | Nickel 70u” over copper strike F
Rev. Description Date Approved Drawing Name Date Cent al Central Components Manufacturlng
Approved | Howard 5/30/07 440 Lincoln Blvd., Middlesex, New Jersey 08846 L
Checked | Lizzy 5/30/07 Phone 732 469-5720 888 288-5152  Fax 732 469-1919
Drawn | Tina 530007 |PartNo.. CRF-BNC-7011NR-502BF000B
004035 000+020 Angles+3 |Description: BNC R/A Crimp Plug for RG-55/U,142A/U,223/U,400/U ¢
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