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AN\15.74 £)18.65 SPECIFICATIONS
Contact Material: Phosphor Bronze
; - Gold Plating over Nickel
| o N\ / Tin Plating over Nickel in solder area
| H H H H H N H N ﬂ H | ~ Housing Material: Thermoplastic UL94V-0
< 8 ] Shield Material: Brass Plating Nickel Alloy
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PCB LAYOUT/TOP VIEW
Series Position Contact Type Ground Tab [  Color Plating Options
CTJ 10 10 E C2 BK PX XX
Modular Jack [ 10=10 Position | 10=10 Contacts | Tab Down Low | C2=+2.97 | BK=Black | P1=15u" Blank=None
Profile P2=30u" FS=Full Shield
RoHS compliant P3=50u"
Rev. Description Date Approved Drawing Name Date Cent al Central Components Manufacturlng
Approved | Howard 11/18/91 440 Lincoln Blvd., Middlesex, New Jersey 08846
Checked | Lizzy 11/18/91 Phone 732 469-5720 888 288-5152  Fax 732 469-1919
Drawn | Tina 11118/91 |PartNo..  CTJ-10-10-E-C2-BK-PX-FS
00+035 000+020 Angles+3 Description: RJ 46 8P10C Shielded Jack
& £ UNIT: mm
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